8015L Road Roller 

Main Features
The 8015L series road roller employs CF186F in-line direct injection air cooling diesel engine. It is designed with both electrical and manual starting devices, driven by double-drum. Each drum comes with two mud scraping fenders. The direction is changed by means of rubber tires. The engineering vehicle comes with a handlebar for manual operation on ground. 

Technical Parameter 

	Model 
	8015L 

	Operating mass (kg) 
	770 

	Front drum 
	46 

	Rear drum 
	73 

	Vibration amplitude (mm) 
	0.25 

	Vibration frequency (Hz) 
	48 

	Centrifugal force (kN) 
	12 

	Traveling speed (km/h) 
	2.5 

	Grade ability (%) 
	25 

	Steering angle (°) 
	30 

	Turning radius (mm) 
	2700 

	Wheel base (mm) 
	470 

	Min. ground clearance (mm) 
	275 

	Overall length (mm) 
	2330 

	Overall width (mm) 
	900 

	Overall height (mm) 
	1050 

	Drum width (mm) 
	600 

	Drum diameter (mm) 
	405 

	Drum shell thickness (mm) 
	12 

	Packing case length (mm) 
	1800 

	Packing case width (mm) 
	950 

	Packing case height (mm) 
	1330 

	Gross weight (kg) 
	950 

	Diesel model 
	CF186F 

	Diesel engine power (kW) 
	5.68 

	Diesel engine rotate speed (r/min) 
	2600 

	Fuel tank capacity (L) 
	5 

	Water tank capacity (L) 
	30 


